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ABSTRACT 



The present invention provides a method and system for 
controlling a device. The system includes a personal digital 
assistant with a computer program for receiving a program 
information from a source and selecting a program based 
upon the program information; and an emulator for sending 
a signal to a device based upon the selected program. The 
personal digital assistant receives the program information 
from a source and selects a program based upon the program 
information. In the preferred embodiment, the device 
includes a television and a video cassette recorder. With the 
method and system of the present invention, a user can place 
into use the program schedule information in the personal 
digital assistant without the need for a separate remote 
control. This simplifies the use of the program schedule 
information in the personal digital assistant. 

60 Claims, 6 Drawing Sheets 
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METHOD AND SYSTEM FOR USING A BRIEF DESCRIPTION OF THE FIGURES 

PERSONAL D^TAI^\S^SISTANT AS A FIG. 1A is a block diagram Ulustrating a cooveotional 

REMOTE CONTROL personal digital assistant. 

HELD OF THE INVENTION 5 FIG. IB is a block diagram illustrating, a conventional 

. ...... combination of a television, a video cassette recorder, and a 

The present invention relates to personal digital assistants universal remote controL 

and more particularly to using a personal digital assistant as - . , , . ... . . t ... 

. . , FIG. 2 is a block diagram illustrating a system which 

a remote control. „. , , . . f & J 

utilizes a personal digital assistant as a remote control in 

BACKGROUND OF THE INVENTION in accordance with the present invention. 

r» i r\* *» i a ■ * * /nnx. \ t. nr*rMM> FIG. 3 is a sample of program schedule information 

Personal Digital Assistants (PDA s), such as 3COM s .. , . f hi 

PALMPILOT and INTERNATIONAL BUSINESS available trom the Internet. 

MACHINE CORPORATION'S WORKPAD, are very FIGS - 4A and 4B are flow charts illustrating a preferred 

popular today. Millions of users around the world now use embodiment of a software program in a desktop in accor- 

some type of PDA. The PDA's are mainly used as an 15 dance ™ ih lhe P resenl invention. 

information device for applications such as a calendar, FIG. 5 is a flow chart illustrating a preferred embodiment 

email, address book, and memo pad. of a software program in a personal digital assistant in 

FIG. 1A is a simple block diagram illustrating some of the accordance with the present invention, 

components of a conventional PDA, The PDA 100 com- 2Q DETAILED DESCRIPTION 
prises a central processing unit 102 (CPU) and memory 104, 

Software is stored on the memory 104 and executed by the The present invention provides a method and system for 

CPU 102. Some PDA's also has an infrared port 106 used usirj g a personal digital assistant (PDA) as a remote control, 

for transmitting information between PDA's. A user of the The following description is presented to enable one of 

PDA 100 may store various information in the PDA's ordinary skill in the art to make and use the invention and is 

memory 104. For example, the user may input and store 25 provided in the context of a patent application and its 

television program schedules and refer to this information requirements. Various modifications to the preferred 

when interested in watching television. embodiment will be readily apparent to those skilled in the 

FIG. IB is a block diagram illustrating the combination of art and the S en ^ c P^ciples herein may be applied to other 

a conventional television 110, video cassette recorder 112 30 embodiments. Thus, the present invention is not intended to 

(VCR), and universal remote control 108. When the user b L e hm f d to the embodiment shown but is to be accorded 

determines which television program he/she wishes to the widest scope consistent with the pnnaples and features 

watch, based on the schedule information on his/her PDA, described herein. 

the user can utilize a universal remote 108 to send instruc- The present invention simplifies the use of program 

tions to a television 110 via an infrared signal to display that 35 schedule information through a remote control by utilizing 

program. If the user wishes to record a program, he/she may the PDA which stores the program schedule information as 

use the universal remote 108 to program the VCR 112 with the remote control. 

the time, date, and channel of the program via another To more particularly describe the features of the present 

infrared signal. invention, please refer to FIGS. 2 through 5 in conjunction 

However, this method of accessing program information, 40 with the discussion below, 

and controlling the television and VCR based on this FIG. 2 is a block diagram illustrating a system which 

information, is cumbersome to the user. The user must utilizes a PDA as a remote control in accordance with the 

operate both a PDA and a remote control in order to place present invention. The system 200 comprises a desktop 

the program schedule information in the PDA 100 to use computer 202. The desktop computer 202 comprises a 

with the television 110 and VCR 112. 45 software program 204 and a database 206. The software 

Accordingly, there exists a need for a method and system program 204 downloads television program schedule infor- 

of simplifying the use of program schedule information mation from a web P a S e 208 via the Internet and places it 

through a remote control. The method and system should be inl ° the database 206. FIG. 3 illustrates an example of such 

easy to implement. The present invention addresses such a TV program schedule information, available from Yahoo!. 

neec j 50 The information includes the channel 302, program times 

304, title 306 and rating 308. 

SUMMARY OF THE INVENTION Typically, this information is in the Hypertext Markup 

The present invention provides a method and system for Language (HTML) format. However, information displayed 

controlling a device. The system includes a personal digital using HTML is not structured, i.e., HTML describes how the 

assistant with a computer program for receiving a program 55 information is to be displayed but does not identify the 

information from a source and selecting a program based information. Without this identification, the information 

upon the program information; and an emulator for sending cannot be directly stored into the database 206. Thus, the 

a signal to a device based upon the selected program. The software program 204 has the capability to convert the 

personal digital assistant receives the program information information from the HTML format to a more database - 

from a source and selects a program based upon the program 60 friendly format, such as the Extended Markup Language 

information. In the preferred embodiment, the device (XML). The program 204 also has the capability to filter the 

includes a television and a video cassette recorder. With the information based upon user-defined preferences. For 

method and system of the present invention, a user can place example, the user may wish to only retain program infor- 

into use the program schedule information in the personal mation concerning certain times, days, channels, or any 

digital assistant without the need for a separate remote 65 combination thereof. 

control. This simplifies the use of the program schedule Once converted and filtered, the remaining TV program 

information in the personal digital assistant. information is transported to the user's PDA 210 through a 
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connection between the PDA 210 and the desktop computer 
202. This connection could comprise a "cradle" (as used by 
the PALM PILOT), a serial connection, remote connection 
through a modem, or a wireless connection. The PDA 210 
comprises a software program 212, a database 214, an 5 
emulator 216, and an infrared port 218. The information 
from the desktop computer 202 is received by the software 
program 212 and stored in the database 214. The software 
program 212 allows the user to perform queries on the 
information. For example, the user may wish to only view 
TV program information for a particular title, actor, category 
(such as sports, action, and comedy), or any combination 
thereof The user may also set an alarm to notify him/her 
when a particular TV program is about to begin. The results 
of the user's query is displayed through a graphic user 
interface (GUI) (not shown) on the PDA 210. 

The PDA 210 also comprises an emulator 216 which 
emulates a remote control. An emulator 216 is well known 
in the art and will not be discussed in detail here. Once the 
user determines which TV program he/she wishes to watch, 20 
the user may select the program through the GUI of the PDA 
210. This selection will cause the emulator 216 to send 
instructions to the television 222 to display the selected TV 
program. The instructions are sent via an infrared signal 
outputted through the infrared port 218 of the PDA 210 to 25 
the infrared port 224 of the television 222. The television 
then displays the selected TV program. The PDA 210 may 
also provide other conventional remote control functions, 
such as recall, volume control, and muting. 

In addition, the software program 212 allows the user to 30 
send an infrared signal to an infrared port 228 on the VCR 
226 to program a recording of a selected TV program. When 
the user selects a TV program for recording, the software 
program 212 causes the emulator 216 to send an infrared 
signal to the VCR 226. In the preferred embodiment, the 35 
software program 212 uses the TV program information for 
the selected program to send a signal which automatically 
programs the VCR 226 for recording. The signal would 
includes the times, date, channel, and any other information 
needed by the VCR 226 for the selected TV program. Thus, 40 
with the present invention, the user need not manually 
program the VCR 226 to record. The PDA 210 may also 
provide conventional remote control functions, such as 
forwarding, rewinding, and play. 

Infrared control information for the user's device, i.e., the 45 
television or VCR, may be downloaded from a web page 230 
on the Internet and stored onto the PDA 210. The device 
information may be transported to the PDA 210 via the 
connection between the PDA 210 and the desktop computer 
202. The PDA 210 is then configured to function as a remote 50 
control based upon this information. 

FIGS. 4A and 4B are flow charts which illustrate a 
preferred embodiment of the software program 204 in the 
desktop 202 in accordance with the present invention. In 
FIG. 4A, first the software program 204 receives the TV 55 
program schedule information, via step 402. This informa- 
tion Ls placed in the database 206. Next, the software 
program 204 determines if the TV program information is in 
the XML format, via step 404. If not, then the information 
is converted to the XML format, via step 406. If so, then step 60 
406 is skipped. The converted information is then filtered 
based upon user preferences, via step 408. The TV program 
information may be filtered to extract only program infor- 
mation concerning certain times, days, channels, or any 
combination thereof. The converted and filtered TV program 65 
information is then transferred to the PDA 210, via step 410. 
In the preferred embodiment, this transfer is accomplished 



through a cradle, serial cable, modem, or wireless connec- 
tion between the computer 202 and the PDA 210. 

In FIG. 4B, first the software program 204 receives the 
device information, via step 412. This information is placed 
in the database 206, Next, the software program 204 deter- 
mines if the device information is in the XML format, via 
step 414. If not, then the device information is converted to 
the XML format, via step 416. If so, then step 416 is skipped. 
The converted device information is then transferred to the 
PDA 210, via step 418. In the preferred embodiment, this 
transfer is accomplished through a cradle, serial cable, 
modem, or wireless connection between the computer 202 
and the PDA 210. 

FIG. 5 is a flow chart which illustrates a preferred 
embodiment of the program 212 in the PDA 210 after the 
converted and filtered TV program information is trans- 
ferred to it. First, the converted and filtered information in 
the XML format is received by the software program 212 
from the desktop 202, via step 502. The converted and 
filtered TV program information is placed into a database 
214. The user may perform queries on the information, via 
step 504. If the user initiates a query, then the query is 
performed, via step 506, and the result is displayed, via step 
508, through the GUI on the PDA 210. Sample queries 
include searching for TV programs based on category, title, 
actor, or any combination thereof The user may also set an 
alarm to notify him/her when a TV program is about to 
begin. Next, the user may select a TV program for viewing, 
via step 510, using the PDA 210. In this case, the software 
program 212 causes the emulator 216 to send instructions to 
the television 222, via step 512, through its infrared port 218 
to display the selected TV program. The user may also select 
a TV program for recording at a later time, via step 514. In 
this case, the software program 212 causes the emulator 216 
to send instructions to the VCR 226, via step 516, which 
automatically programs the VCR 226 to record the selected 
TV program for the user. 

Although the present invention is described with the 
desired format being XML, one of ordinary skill in the art 
will understand that any database-friendly format may be 
used without departing from the spirit and scope of the 
present invention. 

A method and system for using a personal digital assistant 
as a remote control has been disclosed. With the present 
invention, a user can place into use the program schedule 
information in the personal digital assistant without the need 
for a separate remote control. This simplifies the use of the 
program schedule information in the personal digital assis- 
tant. 

Although the present invention has been described in 
accordance with the embodiments shown, one of ordinary 
skill in the art will readily recognize that there could be 
variations to the embodiments and those variations would be 
within the spirit and scope of the present invention. 
Accordingly, many modifications may be made by one of 
ordinary skill in the art without departing from the spirit and 
scope of the appended claims. 

What is claimed is: 

1. A personal digital assistant, comprising: 

a computer readable medium with a computer program 

for receiving a television program information from a 

source; 

a data storage medium coupled to the computer readable 
medium for storing the television program information, 

wherein the computer program comprises program 
instructions for: 
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receiving a query from a user, 

performing the query by searching the television pro- 
gram information in the data storage medium, 

displaying a result of the query, and 

selecting a television program from the result of the 
query; and 

an emulator for sending a signal to a device based upon 
the selected television program. 

2. The personal digital assistant of claim 1, wherein the 
source comprises a web page on the Internet. 

3. The personal digital assistant of claim 1, wherein the 
query comprises a search based on category, actor, title, or 
any combination thereof. 

4. The personal digital assistant of claim 1, wherein the 
selecting comprises: 

setting an alarm to signify an imminent beginning of a 
television program. 

5. The personal digital assistant of claim 1, wherein the 
emulator comprises: 

a mechanism for creating the signal; and 
an infrared port for outputting the signal. 

6. The personal digital assistant of claim 1, wherein the 
signal comprises: 

instructions for displaying the selected television program 
on the device. 

7. The personal digital assistant of claim 1, wherein the 
signal comprises: 

instructions for programming the device for a later record- 
ing of the selected television program. 

8. The personal digital assistant of claim 1, wherein the 
computer program receives information about the device 
from a web page on the Internet. 

9. A system for controlling a device, comprising: 
a source for television program information; 

a personal digital assistant, wherein the personal digital 
assistant comprises: 

a computer readable medium with a computer program 
for receiving the television program information 
from the source, and 

a data storage medium coupled to the computer read- 
able medium for storing the television program 
information, 

wherein the computer program comprises instructions for: 

receiving a query from a user, 

performing the query by searching the television pro- 
gram information in the data storage medium, 

displaying a result of the query, and 

selecting a television program from the result of the 
query; and 

an emulator coupled to the personal digital assistant for 
sending a signal to the device based upon the selected 
television program. 

10. The system of claim 9, wherein the source comprises 
a web page on the Internet. 

U. The system of claim 9, wherein the personal digital 
assistant receives information about the device from a web 
page on the Internet. 

12. The system of claim 9, wherein the query comprises 
a search based on category, actor, title, or any combination 
thereof. 

13. The system of claim 9, wherein the selecting com- 
prises: 

setting an alarm to signify an imminent beginning of a 
television program. 

14. The system of claim 9, wherein the emulator com- 
prises: 



15 



30 



35 



40 



45 



55 



60 



65 



a mechanism for creating the signal; and 
an infrared port for outputting the signal. 

15. The system of claim 9, wherein the signal comprises: 
instructions for displaying the selected television program 

on the device. 

16. The system of claim 9, wherein the signal comprises: 
instructions for programming the device for a later record- 
ing of the selected television program. 

17. The system of claim 9, further comprising: 

a computer coupled between the source and the personal 
digital assistant for receiving the television program 
information in a first format from the source, convert- 
ing the television program information to a second 
format, and filtering the converted television program 
information based upon user preferences; and 

a transfer device coupled to the computer for transferring 
the converted and filtered television program informa- 
tion to the personal digital assistant. 

18. The system of claim 17, wherein the computer further 
includes: 

a computer readable medium; and 
a data storage medium coupled to the computer readable 
medium for storing the television program information. 

19. The system of claim 17, wherein the first format is a 
Hypertext Markup Language (HTML) format. 

20. The system of claim 17, wherein the second format is 
a Extended Markup Language (XML) format. 

21. The system of claim 17, wherein the filtering com- 
prises: 

extracting television program information based upon the 
times, days, channels, or any combination thereof of 
each television program in the television program 
information. 

22. The system of claim 17, wherein the transfer device 
comprises a cradle. 

23. The system of claim 17, wherein the transfer device 
comprises a serial connection. 

24. The system of claim 17, wherein the transfer device 
comprises a modem. 

25. The system of claim 17, wherein the transfer device 
comprises a wireless connection. 

26. The system of claim 9, wherein the device comprises 
a television. 

27. The system of claim 9, wherein the device comprises 
a video cassette recorder. 

28. A method for controlling a device, comprising the 
steps of: 

(a) receiving television program information by a per- 
sonal digital assistant; 

(b) storing the television program information in the 
personal digital assistant; 

(c) receiving a query from a user; 

(d) performing the query by searching the television 
program information in the personal digital assistant; 

(e) displaying a result of the query; 

(f) selecting a television program based upon the dis- 
played result of the query; and 

(g) sending a signal to the device based upon the selected 
television program. 

29. The method of claim 28, wherein the query comprises 
a search based on category, actor, title, or any combination 
thereof. 

30. The method of claim 28, wherein the selecting step (f) 
comprises: 
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(fl) setting an alarm to signify an imminent beginning of 
a television program. 

31. The method of claim 28, wherein the signal com- 
prises: 

(a) displaying the selected television program on the 5 
device. 

32. Hie method of claim 28, wherein the signal com- 
prises: 

(a) programming the device for a later recording of the 
selected television program. 10 

33. The method of claim 28, wherein the receiving step (a) 
comprises: 

(al) receiving television program information in a first 
format by a computer; 

(a2) converting the television program information to a 
second format; 

(a 3) filtering the converted television program informa- 
tion based upon user preferences; and 

(a 4) transferring the converted and filtered television 20 
program information to the personal digital assistant. 

34. A system for controlling a device, comprising: 
a source for television program information; 

a computer for receiving the television program informa- 
tion in a first format from the source, converting the 25 
television program information to a second format, and 
filtering the converted television program information 
based upon user preferences; 

a transfer device coupled between the computer and a 
personal digital assistant for transferring the converted 30 
and filtered television program information from the 
computer to the personal digital assistant; 

the personal digital assistant for receiving the converted 
and filtered television program information from the ^ 
computer, storing the converted and filtered television 
program information, receiving a query from a user, 
performing the query by searching the stored television 
program information, displaying a result of the query, 
and selecting a television program from the result of the 
query; and 

an emulator coupled to the personal digital assistant for 
sending a signal to the device based upon the selected 
television program, 

35. The system of claim 34, wherein the computer further 45 
comprises: 

a computer readable medium; and 
a data storage medium coupled to the computer readable 
medium for storing the television program information. 

36. The system of claim 34, wherein the first format is a 50 
Hypertext Markup Language (HTML) format. 

37. The system of claim 34, wherein the second format is 
a Extended Markup Language (XML) format. 

38. The system of claim 34, wherein the filtering of the 
computer comprises: 55 

extracting television program information based upon the 
times, days, channels, or any combination thereof of 
each television program in the television program 
information. 

39. The system of claim 34, wherein the transfer device is 60 
a cradle. 

40. The system of claim 34, wherein the transfer device is 
a serial connection. 

41. The system of claim 34, wherein the transfer device is 

a modem. 65 

42. The system of claim 34, wherein the transfer device is 
a wireless connection. 



40 



43. The system of claim 34, wherein the query comprises 
a search based on category, actor, title, or any combination 
thereof. 

44. The system of claim 34, wherein the selecting of the 
personal digital assistant comprises: 

setting an alarm to signify an imminent beginning of a 
television program. 

45. The system of claim 34, wherein the emulator com- 
prises: 

a mechanism for creating the signal; and 
an infrared port for outputting the signal. 

46. The system of claim 34, wherein the signal comprises: 
displaying the selected television program on the device. 

47. The system of claim 34, wherein the signal comprises: 
programming the device for a later recording of the 

selected television program. 

48. The system of claim 34, wherein the personal digital 
assistant further comprises: 

a computer readable medium; and 
a data storage medium coupled to the computer readable 
medium for storing the television program information. 

49. The system of claim 34, wherein the device comprises 
a television. 

50. The system of claim 34, wherein the device comprises 
a video cassette recorder. 

51. A method for remote control of a device, comprising 
the steps of: 

(a) receiving television program information in a first 
format by a computer; 

(b) converting the television program information to a 
second format; 

(c) filtering the converted television program information 
based upon user preferences; 

(d) transferring the converted and filtered television pro- 
gram information to a personal digital assistant, 
wherein the personal digital assistant: 

(dl) receives a query from a user, 

(d2) performs the query by searching the converted and 

filtered television program, and 
(d3) displaying a result of the query; 

(e) selecting a television program based upon the result of 
the query; and 

(f) sending a signal to the device from the personal digital 
assistant based upon the selected television program. 

52. The method of claim 51, wherein the query comprises 
a search based on category, actor, title, or any combination 
thereof. 

53. The method of claim 51, wherein the selecting step (e) 
comprises: 

(el) setting an alarm to signify an imminent beginning of 
a television program. 

54. The method of claim 51, wherein the signal com- 
prises: 

displaying the selected television program on the device. 

55. The method of claim 51, wherein the signal com- 
prises: 

programming the device for a later recording of the 
selected television program. 

56. A computer readable medium in a personal digital 
assistant with program instructions for controlling a device, 
comprising the instructions for: 

(a) receiving television program information; 

(b) receiving a query from a user; 

(c) performing the query by searching the television 
program information; 
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(d) displaying a result of the query; 

(e) selecting a television program based upon the result of 
the query; and 

(f) sending a signal to the device based upon the selected 
television program. 5 

57. The computer readable medium of claim 56, wherein 
the receiving instruction (a) comprises: 

(al) receiving television program information in a first 
format by a computer; 

(a2) converting the television program information to a 
second format; 

(a3) filtering the converted television program informa- 
tion based upon user preferences; and 

(a4) transferring the converted and filtered television 15 
program information to the personal digital assistant. 
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58. The computer readable medium of claim 56, wherein 
the selecting instruction (e) comprises: 

(el) setting an alarm to signify an imminent beginning of 
a television program. 

59. The computer readable medium of claim 56, wherein 
the sending instruction (f) comprises: 

(fl) sending a signal for displaying the selected television 
program on the device. 

60. The computer readable medium of claim 56, wherein 
the sending instruction (f) comprises: 

(fl) sending a signal for programming the device for a 
later recording of the selected television program. 

***** 
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